










ANNEX "A"

COMPLY or NOT 

COMPLY
BIDDERS ACTUAL OFFER

Performance Specification:     

Design Specification:           

Environmental Interface:

Comparative Description:            

Decode Capability:

1D: UPC, EAN, Code 39, Code 128, Codabar, Interleaved 2 

of 5, Standard 2 of 5, MSI

2D: QR Code, Data Matrix, PDF417, Aztec Code, MaxiCode, 

Micro QR Code, MicroPDF417, GS1 Composite Code                

Skew Tolerance: ±65° to ±70°

Pitch Tolerance: ±60° to ±65°

Roll Tolerance: ±180° to ±360°

Scan Pattern: Area Imaging (at least 1040 × 720 pixel array)

Scan Angle: ≥ 25° (Vertical), 38° (Horizontal)

Motion Tolerance: 60–70 cm/s for 13 mil UPC

Decode Range:

5 mil Code 39: 0.8 in to 8 in

13 mil UPC: 0.7 in to 14 in

6.7 mil PDF417: 0.6 in to 7 in

10 mil Data Matrix: 0.4 in to 6 in

20 mil QR: 0.2 in to 12 in                                                                                     

Battery: ≥ 2,400 mAh Li-ion

Scan per charge: ≥ 50,000 scans

Operating time: ≥ 12 hours

Charging time: ≤ 5 hours

Type: Wireless Barcode Scanner

Power Accessories: Charging base, spare battery, power supplies, cables

User Environment      Environmental Sealing: at least IP52 (dust and drip resistant)                                                               

Bluetooth: At least Bluetooth v4.2

Radio Range: At least 100 m or 300 ft (line of sight)
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General Specification

Functional Specification:                                                                                             

Power Requirements:

Wireless Connectivity:

SPECIFICATION

Scan Performance:

3. The supplier shall provide a minimum one (1) year warranty for both parts and labor

2. Imported products should pass international quality control product standards and 

have international quality control product markings such as CE, ISO, ASTM, ASQC, 

AFCIQ, ASQ, DGQ, EOQC, IQA, and the likes, while locally made products 

(Philippine-made) should pass the local quality control product standards and bear the 

PS mark.

1. The item must be branded and/or of good quality.

The barcode scanner will be used for efficient data capture and recording. It can read 

both 1D and 2D barcodes to support inventory management, tracking, and 

identification of items.

The barcode scanner shall efficiently read both 1D and 2D barcodes using area 

imaging technology with a minimum resolution of 1040 × 720 pixels. It shall provide 

fast and accurate decoding at various angles, distances, and motion speeds, ensuring 

reliable data capture. The unit shall operate continuously for at least 12 hours with a 

rechargeable Li-ion battery and support a minimum of 50,000 scans per full charge.

The item shall be a wireless barcode scanner designed for high-performance data 

capture applications. It shall include power accessories such as a charging base, spare 

battery, power supplies, and necessary cables to ensure uninterrupted operation.

Detailed Specifications:

The barcode scanner will be used in a typical office and semi-industrial environment, 

such as warehouses, stockrooms, and administrative offices. It should function reliably 

under normal indoor conditions, with exposure to moderate levels of dust and 

occasional liquid splashes.

Environmental Sealing:

At least IP52 providing protection against limited dust ingress and dripping water, 

ensuring dependable performance in semi-industrial and office environments.

Product imported into the country must meet global quality benchmarks, such as CE, 

ISO, ASTM, ASQC, ASQ, DGQ, EOQC, IQA, among others. Products manufactured 

in the Philippines must adhere to national quality standards and display the PS Mark.

SUPPLY AND DELIVERY OF 
WIRELESS BARCODE SCANNER
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