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SUBJECT : BID BULLETIN NO. 1 
PROJECT NO. : 2025-ICTS3-011-B5-CB-082 
PROJECT : Procurement of Managed Services for Low Earth Orbit 

(LEO) Satellite Connectivity with Solar-Powered 
Battery Systems 

DATE : December 20, 2025 
 
 
 
 This Bid Bulletin is hereby issued for the information and guidance of all 
prospective bidders. It shall form an integral part of the bidding documents issued 
earlier relative to the above project. 
  
 

1. Section I. Invitation to Bid, Item 3, page 9, and Section III. Bid Data 
Sheet, ITB Clause 5.4, page 46, is hereby amended to be read as follows: 
 

Provision as Amended 
xxx 

 
The Bidder must have completed, within a period of five (5) 
years from the submission of the bid, a Single Largest 
Completed Contract (SLCC) that is similar to the 
procurement project to be bid, and whose value must be 
equivalent to at least fifty percent (50%) of the ABC, adjusted 
to current prices using the Philippine Statistics Authority 
(PSA) consumer price indices. 

 
2. Section I. Invitation to Bid, Item 7, page 10, and Section III. Bid Data 

Sheet, ITB Clause 19, page 51, is hereby amended to be read as follows: 
 

“Bids must be duly received by the BAC V Secretariat 
through manual submission at the office address indicated 
in Section 12 below, on or before 10:00 A.M. (Philippine 
Standard Time) of December 27, 2025, at the Office 
Facility of the former Systems Division, DepEd Complex, 
Meralco Ave., Pasig City. 

 
Late bids shall not be accepted.” 
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3. Section I. Invitation to Bid, Item 9, page 10, and Section III. Bid Data 
Sheet, ITB Clause 22.1, page 51, is hereby amended to be read as follows: 

 
“Bid opening shall be on or before 10:00 A.M. 

(Philippine Standard Time) of December 27, 2025, at 
Office Facility of the former Systems Division, DepEd 
Complex, Meralco Ave., Pasig City. Bids will be opened in 
the presence of the Bidders’ representatives who choose to 
attend the activity.” 

 
4. Section III. Bid Data Sheet, 5.5, page 46, is hereby amended to be read as 

follows: 
 

Provision as Amended 
Similar contract shall refer to Supply, Delivery, and 
Management of Satellite Communication Technology. 
 
OR 
 
Managed Services of Network Connectivity 

 
5. Section VII. Technical Specifications, Item No. 2, Relevant Experience, 

pages 80 to 81, is hereby amended to be read as follows: 
 

Original Provision Provision as Amended 
The Service Provider must demonstrate 
at least two (2) years track record 
installing LEO satellite solutions, 
supported by valid certification or 
partnership agreements. 

The Service Provider must demonstrate 
at least two (2) years track record 
installing LEO satellite solutions, 
supported by valid certification or 
partnership agreements. 
 
OR 
 
Must have at least two (2) ongoing 
contracts for the installation of LEO 
satellite solutions, supported by 
copies of contracts, agreements, or 
purchase orders with private or 
government agencies, dated within 
the year 2025. 

 
6. Section VII. Technical Specifications, Item No. 4, Delivery, Testing, & 

Acceptance, pages 83 to 84, is hereby amended to be read as follows: 
 

Original Provision Provision as Amended 
xxx 
 

a. The Service Provider shall submit 
proof to ensure that the required 
LEO terminals are physically 
available within the country and 
ready for deployment. Proof of 
availability shall be submitted 
through a Certification issued by 

xxx 
 

b. The Service Provider shall submit 
proof to ensure that the required 
LEO terminals are physically 
available within the country and 
ready for deployment. Bidders 
may comply with this 
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the authorized manufacturer or 
distributor. The Certification 
shall state the basic information 
of the terminals, such as 
quantity, model, and storage 
location. The Procuring Entity 
shall verify the availability 
through document review and/or 
physical inspection during the 
post-qualification process. 
 

2. The Service Provider shall submit to 
DepEd the clear, dated photographic 
evidence of the actual equipment, with 
visible identification numbers (e.g., 
serial numbers or asset tags). Each 
photograph must include geotagged 
coordinates (latitude and longitude) to 
validate the physical location of the 
equipment. 
 
xxx 

requirement through either of 
the following methods: 
 
i. Proof of availability shall be 
submitted through a 
Submission of a Certification 
issued by the authorized 
manufacturer or distributor, The 
Certification shall state the basic 
information of the terminals, 
such as stating the quantity, 
model, and storage location of 
terminals physically available 
within the country. The 
Procuring Entity shall verify the 
Availability shall be verified 
through document review and/or 
physical inspection during the 
post-qualification process. 
 
OR 
 
ii. Submission of any one of 
the following documents—a 
Manufacturer’s Supply 
Commitment, a Confirmed 
Purchase Order, or a detailed 
Delivery Timeline—certifying 
the supply capacity for the 
required quantity and 
guaranteeing delivery within 
the timeline specified in the 
Schedule of Requirements. 
 

2. The Service Provider shall submit to 
DepEd the clear, provide geotagged 
and dated photographic evidence of the 
actual LEO equipment, with visible 
identification numbers (e.g., serial 
numbers or asset tags). Each 
photograph must include geotagged 
coordinates (latitude and longitude) to 
validate the physical location of the 
equipment. clearly showing the serial 
numbers or unique asset tags of all 
units intended for the project. This 
photographic evidence must be 
submitted to the Procuring Entity five 
(5) days after the issuance of the 
Notice to Proceed (NTP), and prior to 
the commencement of physical 
deployment activities. 
 
xxx 
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7. Section VII. Technical Specifications, Technical Requirement, Item No. 
2, Bundled Router, page 95, is hereby amended to be read as follows: 
 

Original Provision Provision as Amended 
xxx 
 
f. Functionality: 

i. Content filtering and blocking; 
ii. Supports Deep Packet 

Inspection; 
iii. Supports disable NAT; 
iv. Supports Wireguard VPN; 
v. Supports ACL Geo-IP; 
vi. Supports LDAP. 

xxx 
 
f. Functionality: 

i. Content filtering and blocking; 
ii. Supports Deep Packet 

Inspection; 
iii. Supports disable NAT; 
iv. Supports Wireguard VPN; 
v. Supports ACL Geo-IP; 
vi. Supports LDAP. 

 
8. Section VII. Technical Specifications, Technical Requirement, Item No. 

4, Wireless Access Point, page 96, is hereby amended to be read as 
follows: 
 

Original Provision Provision as Amended 
xxx 
 
g. Power Supply: Power over Ethernet 
(PoE). 

i. Maximum Power Consumption: 
14.7 W 

 
xxx 

xxx 
 
g. Power Supply: Power over Ethernet 
(PoE). 

i. Maximum Power Consumption: 
14.7 W 

ii. Must be within the supported 
power budget of the supplied 
Network Switch. 

 
xxx 

 
9. Section VII. Technical Specifications, Technical Requirement, Item No. 

8, Data Plan and Capacity, Performance Requirements, page 101, is 
hereby added to be read as follows: 
 

Provision to be Added 
Performance Requirements:  

● The Service Provider shall ensure that the internet 
service delivered via the LEO satellite infrastructure 
meets or exceeds the following minimum performance 
standards at all designated sites: 

● The service must provide a minimum of 2 Terabytes 
(TB) of Priority Data per month, per site. Priority Data 
refers to data traffic that is given preferential 
treatment in terms of speed, latency, and reliability 
within the network. 

● The service must support a minimum download speed 
ranging from 30 Mbps to 100 Mbps. 

● The service must support a minimum upload speed 
ranging from 5 Mbps to 25 Mbps. 

● The end-to-end latency (round trip) must not exceed 
25 to 60 milliseconds, consistent with the 
performance capabilities of LEO satellite systems. 
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10. Attached, as Appendix “A”, is the list of issues and concerns 
raised by prospective bidders. 

 
All other provisions not herein modified shall remain in full force and effect. 

 
For your information and guidance. 

 
 

FOR THE BIDS AND AWARDS COMMITTEE V: 
 
 
 
 

DR. JEROME T. BUENVIAJE 
Assistant Secretary and Chairperson 


