Republic of the Philippines
Bepartment of Ehucation

BIDS AND AWARDS COMMITTEE V

SUBJECT : BID BULLETIN NO. 2

PROJECT NO. . 2025C-ICTS3-001-B5-CB-062

PROJECT . Procurement of Network Infrastructure Rehabilitation
Services

DATE : December 5, 2025

This Bid Bulletin is hereby issued for the information and guidance of all
prospective bidders. It shall form an integral part of the bidding documents issued
earlier relative to the above project.

1. Section I. Invitation to Bid, Item 2, page 9, is hereby amended to be read
as follows:

Original Provision Provision as Amended
XXX XXX

Bidders should have completed, within | Bidders should have completed, within
five (5) years from the date of submission | five{5} ten (10) years from the date of
and receipt of bids, contracts similar to | submission and receipt of bids,
the Project. The description of an eligible | contracts similar to the Project. The
bidder is contained in the Bidding | description of an eligible bidder is
Documents, particularly, in Section II. | contained in the Bidding Documents,
Instructions to Bidders. particularly, in Section II. Instructions
to Bidders.

2. Section I. Invitation to Bid, Item 7, page 10, is hereby amended to be read
as follows:

“Bids must be duly received by the BAC V Secretariat
through manual submission at the office address indicated
in Section 12 below, on or before 11:00 A.M. (Philippine
Standard Time) of December 12, 2025, at Office Facility
of the former Systems Division, DepEd Complex, Meralco
Ave., Pasig City.

Late bids shall not be accepted.”

3. Section I. Invitation to Bid, Item 9, page 10, is hereby amended to be read
as follows:

“Bid opening shall be on or before 11:00 A.M.
(Philippine Standard Time) of December 12, 2025, at
Office Facility of the former Systems Division, DepEd
Complex, Meralco Ave., Pasig City. Bids will be opened in
the presence of the Bidders’ representatives who choose to
attend the activity.”
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4. Section III. Bid Data Sheet, 5.4, page 42, and Section V. Special
Conditions of Contract, Annex to SCC, 2. Scope of Works, 2.1 Single
Largest Completed Contract (SLCC) (1.1 and 1.2), page 72, is hereby
amended to be read as follows:

Provision as Amended

The bidder must have completed, within a period of ten (10)
years from the submission of the bid, unless a shorter period is
indicated in the Invitation to Bid, an SLCC that is similar to the
procurement project to be bid, and whose value, adjusted to
current prices using the Philippine Statistics Authority (PSA)
consumer price indices, must be at least fifty percent (50%) of
the ABC;

OR

The bidder should have completed at least one (1) similar
contract amounting to at least 25% of the ABC; and the bidder
should have completed other contracts, whether similar or not,
with an aggregate amount of at least 25% of the ABC.

5. Section III. Bid Data Sheet, 5.5, page 42, and Section V. Special
Conditions of Contract, Annex to SCC, 2. Scope of Works, 2.1 Single
Largest Completed Contract (SLCC) (2), page 73, is hereby amended to be
read as follows:

Provision as Amended
Similar contracts shall refer to:
(a) Supply, Delivery, Installation and Commissioning of Network
Infrastructure, that includes CCTV Systems, Structured
Cabling, Network Active Components, and/or Managed
Network Backhaul Components;

OR

(b) Supply, Delivery, Installation and Commissioning of Data
Center and Network Infrastructure, that includes CCTV
Systems, Structured Cabling, Network Active Components,
and/or Managed Network Backhaul Components.

6. Section V. Special Conditions of Contract, Annex to SCC, 2.6 Data
Center System Upgrade, page 88, is hereby amended to be read as
follows:

Provision as Amended

2.6.8 Equipment Transfer

1. Transfer identified existing equipment from the Mabini
Building data center to the new Bonifacio Building data
center, with a minimum of four (4) racks to be moved.

2. Transport and, if applicable, reinstallation shall be
conducted using proper handling, packing, and securing
methods to avoid damage and ensure operational readiness.

3. The bidder shall perform the decommissioning,
disconnection, labeling, dismantling, and safe removal of
existing data center equipment and components located in
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the Mabini Building Data Center that are not included in
the transfer.

The bidder shall remove and safely handle any existing
equipment, cabling, or components in the Bonifacio
Building Data Center that DepEd identifies as requiring
removal to facilitate the installation of the new Data Center
System Upgrade. Only items specifically designated by
DepEd shall be removed.

The bidder shall clear the designated areas in Mabini and
Bonifacio of obsolete or unused materials as identified by
DepEd and shall dispose of installation-related waste only,
in compliance with applicable regulations.

7. Section VII. Technical Specifications, General Requirement, pages 108

to 110, is hereby amended to be read as follows:

Original Provision

Provision as Amended

3. The bidder must have a Data Center
Expert (CDCE) or Certified Network
Professional Data Center for design and
deployment checking, with the following
qualifications:

1. Licensed Professional Engineer

2. At least 5 years of relevant work
experience

3. Certified Data Center Expert
(CDCE) or Certified Network
Professional Data Center

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment

3. The bidder must have a Data Center
Expert (CDCE) or Certified Network
Professional Data Center for design and
deployment checking, with the following
qualifications:

1 L it
Bachelor’s Degree

2. At least 5 years of relevant work
experience

3. Certified Data Center Expert
(CDCE) or Certified Network
Professional Data Center

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment

4. The bidder must have technical
personnel who simultaneously holds the
following certifications:

1. Certified Internetwork Expert
2. Certified Information Systems
Security Professional (CISSP)

This ensures that a single qualified
individual possesses comprehensive
technical competence, advanced
internetworking expertise, and strong
information security assurance
capabilities. The designated personnel
must also meet the following minimum
qualifications:

1. Bachelor’s Degree
At least three (3) years of relevant
work experience

3. Certification in enterprise-level

4. The Bidder must have technical
personnel who simultaneously—helds

collectively possess the following
certifications:

1. Certified Internetwork Expert
(CCIE) or equivalent (e.qg., CCIE,
JNCIE, HCIE, etc)

2. Certified Information Systems
Security Professional (CISSP)

ik ; g
capabilities: These certifications must
be provided by the Bidder and may be
held by one (1) individual or by two (2)

separate personnel, as long as both
required certifications are covered.

The designated personnel must also
meet the following minimum
qualifications:

network engineering

Page 3 of 6




Bid Bulletin No. 2
2025C-1CTS3-001-B5-CB-062
Procurement of Network Infrastructure Rehabilitation Services

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment

1. Bachelor’s Degree

2. At least three (3) years of relevant
work experience

3. Certification in enterprise-level
network engineering

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment

7. The bidder must have at least three (3)

Certified Cabling System
Designers/Installers to perform
structured cabling layout and
termination, with the following
qualifications:

1. Bachelor’s Degree

2. At least 1 year of relevant work
experience

3. Certified by
Manufacturer

the  Cabling

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment
for each nominee

7. The bidder must have at least three (3)

Certified Cabling System
Designers/Installers to perform
structured cabling layout and
termination, with the following
qualifications:

1. Bachelor’s Degree

2. At least one (1) year of relevant
work experience

3. Certified by the Cabling
Manufacturer, either directly
by the OEM or through an
officially accredited local
distributor, provided that the
certification is recognized by
the OEM for warranty and

support.

Must submit: Certification, Curriculum
Vitae, and Signed Written Commitment
for each nominee

9. Manufacturer _Authorization. The
Bidder shall submit a Letter of
Authorization and a Certificate of
Approval from the proposed cabling
system manufacturer. These documents
must confirm that the Bidder is an
authorized business partner and a
certified installer and designer of the
manufacturer’s cabling system.

9. Manufacturer Authorization. The
Bidder shall submit a Letter of
Authorization and a Certificate of
Approval from the proposed cabling
system manufacturer or its officially
accredited local distributor,
These—documents——must—eeonfirm
confirming that the Bidder is an
authorized business partner and a
certified installer and designer of the
manufacturer’s cabling system. The
distributor __must __be  formally
authorized by the OEM to issue such
documents, and the authorization
must be recognized by the OEM for
warranty and support purposes.

4. Section VII. Technical Specifications, Detailed Technical Specifications,
Cybersecurity System, pages 127, 129 to 130 and 132, is hereby

gc

amended to be read as follows:

Original Provision

Provision as Amended

3.5 Extended Detection and Response (XDR) Processor

Shall support built-in and customizable
SOAR playbooks with drag-and-drop
workflow creation.

Shall support built-in and customizable

SOAR playbooks with drag-and-drop

interactive workflow creation.

3.7 IT Helpdesk System

of 6
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The proposed IT Helpdesk System must
be subscription-based for 3 years,
covering at least 2,500 managed assets
and at least 2 administrator users.

The proposed IT Helpdesk System must
be subscription-based for 3 years,
covering at least 2,500 2,000 managed
assets and at least 2 administrator
USETS.

3.8 Unified Endpoint Management (UEM)

The proposed solution must be
subscription-based for 3 years, covering
at least 2,500 endpoints and at least 5
administrator users.

The proposed solution must be
subscription-based for 3 years, covering
at least 2;500 2,000 endpoints and at
least 5 administrator users.

3.9 IT Operations Monitoring and Application Performance Management (APM)

The proposed solution must be
subscription-based for 3 years, covering
at least 3,000 monitored nodes and at
least 5 administrator users.

The proposed solution must be
subscription-based for 3 years, covering
at least 3;000 2,000 nodes and at least
5 administrator users.

3.10 Hyper-Converged Infrastructure Appliance (HCIA)

Must support drag-and-drop topology
visualization via web-based GUL

Must support drag—and-dren

interactive topology visualization wa
through a web-based GUI.

5. Section VII. Technical Specifications, Detailed Technical Specifications,

CCTV System, page 144, is hereby amended to be read as follows:

Original Provision

| Provision as Amended

6.11 LCD Video Wall

Must consist of sixteen (16) panels
arranged in an 8 x 2 configuration, each
measuring 55 inches.

Must consist of sixteen (16) panels
arranged in an 8 x 2 configuration, each
measuring 55 inches.

OR

Must consist of 512 LED panels
arranged in a 32 x 16 configuration,

each panel measuring approximately
150 mm x 168.75 mm.

Must use ADS panel type with a
resolution of 1920 x 1080 (Full HD).

Must use ADS panel type with a
resolution of 1920 x 1080 (Full HD).

OR

Must have a total resolution of at
least 14,700,000 pixels, with a pixel

pitch of 0.9375 mm and pixel density
of at least 1,100,000 dots/m? and
must support a refresh rate of at
least 3840 Hz and a color
temperature of 9300K + 200K.

Must have an ultra-narrow bezel of at
least 0.48 mm (Top/Left) and 0.4 mm
(Bottom /Right).

Must have an ultra-narrow bezel of at
least 0.48 mm (Top/Left) and 0.4 mm
(Bottom/Right).

OR

Must have a pixel pitch of 0.9375
mm

Must wuse Direct LED

technology.

backlight

Must

use Direct LED backlight
technology.
OR

R FHH
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10.

Must use Flip COB Chip or equivalent
advanced LED packaging technology.

Must have the following input interfaces:

Must have at least the following input
interfaces:

e 1 x CVBS (BNC)
e 1 xVGA (D-Sub) e 1 x CVBS (BNC)
s 1 xDVI-D e 1 xVGA (D-Sub)
e 1 x HDMI e 1 xDVI-D
e 1 xRS232 e 1 x HDMI
e 2xUSB e 1 x RS232
e 1 x Audio e 2 xUSB
e 1xIR e 1 x Audio
e 1xIR
Must have the following output | Must have the following output
interfaces: interfaces:
s 1 x CVBS (BNC) e 1 x CVBS (BNC)
e 1 xRS232 e 1 xRS232
e 2 x HDMI e 2 x HDMI
e 1 xVGA e 1xVGA
e 1 x Audio e 1 x Audio
OR

Must support at least the following

interfaces:

o 1 x Type-B USB 2.0

e 6 %X RJ45 gigabit network ports
{each supporting port
redundancy)

e 2 x HDMI

e 1 x Audio input

Attached, as amended Annex “B”, is the Bill of Quantities

Attached, as Annex “C”, is the Building Plans

Attached, as Annex “D”, is the Breakdown of Equipment

Attached, as Annex “E”, is the Single Line Diagram

Attached, as Appendix “A”, is the list of issues and concerns

raised by prospective bidders.

All other provisions not herein modified shall remain in full force and effect.

For your information and guidance.

FOR THE BIDS AND AWARDS COMMITTEE V:

Assistani Secretary and Chairperson




